AQUAPROc¢

e LG Parts and Components

¢ Innovative Design & Technology
e All Stainless Steel Reservoirs
 Balances PH Levels in the Water
¢ Sanitization and Immune Detox
¢ Nutrient Boost

e Speedy Water Replenishment

¢ Clean Fresh Taste

Be Smart!
Be Healthy!
Go Green!
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ﬁ 3 The Planet's Purest Water



The Nine Stage Water
Purification Process

1. Sediment Filter
Removes particles such
as dirt, silt, rust and pipe
residue

2. Pre-Carbon Filter
Removes chlorine,
chemicals and pesticides

3A/B. RO/UF Membrane
Removes all metals,
solids, arsenic, etc.
RO filter size: .0001 micron
UF filter size: .01 micron

Height: 51.9” / Width: 14.9” / Depth: 19.3"
Colors: Black and White
Cold Water Capacity: 4.3 Gallons
Hot Water Capacity: 1.3 Gallons

4A. PH Filter
Balances PH levels
in water

Problems with
Bottled Water

* High Costs
* Spillage
* Storage Issues
* Lifting 42lb. Bottles
* Handling & Bacteria Issues
* Excessive Accounting Issues

* Delivery Inconveniences
& Security Issues

4B. Sanitization
Eliminates bacteria

4C. Immune Detox
Adds antioxidants

4D. Nutrient Boost
Adds calcium and
magnesium

5A&B. Taste and Odor
Final polish for fresh
pure taste
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